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90°ball and socket joints DIN 71802

- Conforms to DIN 71802
-  Working angle: Lateral ±15° 

Front to back ±18°
-  Materials: 

passivated galvanised steel 
stainless steel 303

-  Retained in housing by a 
fastener

-  For the left hand threaded 
version, only the female part 
has a left hand thread

.Advantages.
- Wear resistant

*Depending on availability - ** On price list 2010 - Dimensions in mm

Steel/steel or 
stainless steel/stainless steel contact

RAS
RASSS

Steel
S. 

Steel
Part number

Steel    S. steel
Price each 1 to 5

 Steel Stainless steeld1 d2 D4 L1 L2 L3 L4 L5 L6 R
 Right hand thread
RAS5 RAS5/SS 8 M5 8 28,5 22,0 10,2 25,0 10,2 9,0 6,4 4 4 4,79 F 7,05 F
RAS6 RAS6/SS 10 M6 10 32,5 25,0 11,5 30,0 12,5 11,0 7,5 4 4 4,97 F 7,22 F
RAS8 RAS8/SS 13 M8 13 39,5 30,0 14,0 38,0 16,5 13,0 9,7 4 4 6,06 F 9,21 F
RAS10 RAS10/SS 16 M10 16 47,0 35,0 15,5 47,5 20,0 16,0 12,0 4 4 8,17 F 16,30 F
RAS12 RAS12/SS 16 M12 16 47,0 35,0 15,0 47,5 20,0 16,0 12,0 4 4 11,51 F 19,10 F
 Left hand thread
RAS5L - 8 M5 8 28,5 22,0 10,5 25,0 10,2 9,0 6,4 4 - 5,54 F -
RAS6L - 10 M6 10 32,5 25,0 11,5 30,0 12,5 11,0 7,5 4 - 5,59 F -
RAS8L - 13 M8 13 39,5 30,0 14,0 38,0 16,5 13,0 9,7 4 - 6,70 F -
RAS10L - 16 M10 16 47,0 35,0 15,5 47,5 20,0 16,0 12,0 4 - 8,82 F -
RAS12L - 16 M12 16 47,0 35,0 15,0 47,5 20,0 16,0 12,0 4 - 13,66 F -

Stock*

Max. radial
Fixing and axial static

Sizes A / F force. kp
M5 7 30
M6 8 70
M8 11 150

M10 13 200
M12 13 200
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DISCOUNTS
Qty 1+ 6+ 20+ 40+ 60+

Disc. List -15% -20% -30% On request

d1

steel or 

stainless steel


