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*Depending on availability - Dimensions in mm

Stainless steel index bolt
Pull to unlock SLBSS
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stainless steel
- Manual indexing bolt
- Exists in 4 different versions
-  Materials:

Bolt: Glass reinforced 
polyamide
Body: Stainless steel  
(1.4305 x 10 CrNiS 18 9)
Tip: Stainless steel  
(1.4304 x 46 Cr13)
Spring: Stainless steel (5.8)

- Working temp: -50° to +130°C
 

IUsesi
- Locating and indexing 
- Pull to retract locking pin.
-  Turn through 90° to retain 

(Models C + D)

SLB10-A/SS 5 M10 x 1,0 21 47 17 7 15 5 13 - 1,3 5 12 � 18,58 F
SLB10-B/SS 5 M10 x 1,0 21 47 17 7 15 5 13 17 1,3 5 12 � 20,54 F
SLB10-C/SS 5 M10 x 1,0 21 47 17 7 15 5 13 - 1,3 5 12 � 20,93 F
SLB10-D/SS 5 M10 x 1,0 21 47 17 7 15 5 13 17 1,3 5 12 � 22,89 F
SLB12-A/SS 6 M12 x 1,5 25 56 20 8 17 6 14 - 1,8 6 14 � 21,92 F
SLB12-B/SS 6 M12 x 1,5 25 56 20 8 17 6 14 19 1,8 6 14 � 24,14 F
SLB12-C/SS 6 M12 x 1,5 25 56 20 8 17 6 14 - 1,8 6 14 � 24,69 F
SLB12-D/SS 6 M12 x 1,5 25 56 20 8 17 6 14 19 1,8 6 14 � 26,98 F
SLB16-A/SS 8 M16 x 1,5 33 74 26 10 23 8 19 - 2,3 15 35 � 29,13 F
SLB16-B/SS 8 M16 x 1,5 33 74 26 10 23 8 19 24 2,3 15 35 � 32,27 F
SLB16-C/SS 8 M16 x 1,5 33 74 26 10 23 8 19 - 2,3 15 35 � 33,62 F
SLB16-D/SS 8 M16 x 1,5 33 74 26 10 23 8 19 24 2,3 15 35 � 36,81 F
SLB20-A/SS 10 M20 x 1,5 33 80 28 12 25 10 22 - 2,8 15 40 � 49,80 F
SLB20-B/SS 10 M20 x 1,5 33 80 28 12 25 10 22 30 2,8 15 40 � 53,34 F
SLB20-C/SS 10 M20 x 1,5 33 80 28 12 25 10 22 - 2,8 15 40 - 64,72 F
SLB20-D/SS 10 M20 x 1,5 33 80 28 12 25 10 22 30 2,8 15 40 � 68,20 F
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DISCOUNTS
Qty 1+ 6+ 20+

Disc. List -10% On request


