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For light loads
Flush fitting ball transfer unit

BPLE
- Pressed steel ball transfer unit
- Push fit for rapid installation & replacement where 
  only single-sided access to the mounting surface 
  is available
- For light loads
- Housing made from pressed steel
- With drainage hole and felt seal
- Orientation: horizontal with ball upwards
- Max. speed: 1m/s
- Working temperature range: -20 to +70°C
- Materials:
     BPL : galvanised steel body and steel balls
     BPL/SS : stainless steel body and stainless steel 420 balls

 Advantages.
- �Optional clips compensate for irregularities  

in seat bore diameter

Carrying
Ødw capacity Weight Price each

Part N° ball ØA B C ØD E F (kg) (g) Stock* 1 to 5
Steel body, steel balls
BPLE15-24 15 24 9,5 4,6 31 21,0 2,8 60 0,041 4 3,63 F
BPLE22-36 22 36 9,8 3,9 45 29,5 2,9 160 0,128 4 6,67 F
BPLE30-45 30 45 13,8 6,8 55 37,0 3,6 280 0,253 4 10,08 F
BPLE45-62 45 62 19,0 9,0 75 53,5 4,0 600 0,720 - 48,86 F
Stainless steel body, stainless steel balls
BPLE15-24/SS 15 24 9,5 4,6 31 21,0 2,8 40 0,039 4 11,23 F
BPLE22-36/SS 22 36 9,8 3,9 45 29,5 2,9 90 0,125 4 14,35 F
BPLE30-45/SS 30 45 13,8 6,8 55 37,0 3,6 200 0,271 4 24,41 F
BPLE45-62/SS 45 62 19,0 9,0 75 53,5 4,0 260 0,710 - 117,92 F

DISCOUNTS
Qty 1+ 6+ 20+ 40+ 60+

Disc. Net -10% -15% -20% On request
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Optional clip 
BPHF-CLIP

Ødw

*Depending on availability - Dimensions in mm



Our other products

PRF4545

Standard stainless
steel profile, 45 x 45
mm

TBD

Manual leadscrew
table with opposing
threads, 20kg

LVT

Miniature motorised
actuator 4A, 4 ampers

HTD14M_85

HTD Heavy duty
timing pulley, HTD14
Steel

OP2

Mechanical digital
position indicator, 3
numbers

HTD8M_50

HTD Heavy duty
timing pulley, HTD8
Steel

PCLA_T

Technopolymer
clamping lever - male,
Plastic

EX

Optional shaft for E-
type gear reducers, E
Gearboxes single
sided ou...

BSM_LOK

Long-Lok spring
plunger with internal
hexagonal socket,
LONG-LOK - s...

PTAF80-PAMF80

Articulated fixable
foot with pressed
base Ø80, Ø 80

LSAG

Sleeve for splined ball
shaft, Chariot - from
514 N to 15386 N

CHCSS

Socket headed screw,
Stainless steel - A2

Complementary products

BPL

Ball transfer unit light
duty, Light

BPLE

Ball transfer unit push
fit, Light

BPLF

Ball transfer unit light
duty, Light

BPHF

Ball transfer unit push
fit, Heavy

Powered by TCPDF (www.tcpdf.org)

https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=3394
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=4022
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=3501
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=3199
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=3985
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=3193
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=2112
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=1571
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=1209
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=3355
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=4541
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=1403
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=4525
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=4476
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=4526
https://shop.hpceurope.com/an/produit.asp?pk_campaign=PDF&prid=4527
http://www.tcpdf.org

