Flush fitting ball transfer unit
For light loads BPLE

- Pressed steel ball transfer unit

- Push fit for rapid installation & replacement
where only single-sided access to the mounting
surface is available

- For light loads

- Housing made from pressed steel

- Orientation: horizontal with ball upwards

- Max. speed: 1m/s

- Working temperature range: -20 to +70°C

- Materials:
BPL : galvanised steel body and steel balls

BPL/SS : stainless steel body and stainless steel 420 balls

- Optional clips compensate for irregularities
. . QDdw
in seat bore diameter
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Optional clip
BPHF-CLIP | oA

DISCOUNTS
(e 1+ 6+ 20+ 40+ 60+
{4 Net -10% -15% -20% On request |

Steel body, steel balls

BPLE15-24 15 24 95 46 31 210 28 60 0041 v 3,63 £
BPLE22-36 22 36 98 39 45 295 29 160 0128 v 6,67 £
BPLE30-45 30 45 138 68 55 370 36 280 0253 v 10,08 £
BPLE45-62 45 62 190 90 75 535 4,0 600 0,720 - 48,86 £
Stainless steel body, stainless steel balls
BPLE15-24/SS 15 24 95 46 31 210 28 40 0039 v 11,23 €
E22-36/SS 22 36 98 39 45 295 29 90 0125 v 14,35 €
BPLE30-45/SS 30 45 138 68 55 370 36 200 0,271 v 24,41 €
BPLE45-62/SS 45 62 190 90 75 535 4,0 260 0,710 - 117,92 €

*Depending on availability - Dimensions in mm
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Our other products
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Motor-gearbox 12V
and 24V DC, from 1.5
to 6 Nm

Worm and wheel gear
reducer, from 2.20 to
4.10 Nm

Floor mounting
levelling plate, With
anchoring point

60mm rubber wheel
for conveyor belt,
Rubber

F7-SF-SM

N
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T5P_T10P

Multifunction display,
Mounting bracket for
front mounting

Deep groove ball
bearing, Steel

Connecting plate for T
type timing belts, T10

Nut for ballscrew,
Flanged ballscrew nut

KBS_UU

PCS_PA6

PRES7HR
—~—

EPRF

Stainless steel closed
precision linear
bearing, Precision -

Plastic sprocket,
12.7mm (DIN 08B-1)

Manual workbench
press, Force up to
700kg

Complementary products

BPHFclip

BPL

BPLE

Clip for ball transfer
unit, Insert clip -
Installing from above

Ball transfer unit light
duty, Light

Ball transfer unit push
fit, Light

High helix leadscrew,
Flanged nut - up to
40mm per rotation

BPPE

Ball transfer unit push
fit, Light
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AT type timing belt
per metre, AT5 Steel

SupP

A
PTAF80-PAMF80

Self-centering
clamping hub steel,

Modular cylindrical
brush, Tampico

Articulated fixable
foot with pressed

cored polyurethane Without locknut bristles base @80, @ 80
EPRF PRF_CHA SNG VDSCB
High helix leadscrew, Hinge for aluminium Stainless/Polymer Sliding lock

Flanged nut - up to
40mm per rotation

profile, Surface
mounting hinge

pillow block bearing,
Cast iron - Split pillow

adjustment system,
Blocking wedge for
sliding lock for ...

PMC48_M8

ACL

\
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Anti-vibration
machine mount, Oval

Spoked handwheel
with handle,

Joints for aluminium
profiles, Variable

C'omplementary products

BPHFclip

BPL

BPLE

Clip for ball transfer
unit, Insert clip -
Installing from above

Ball transfer unit light
duty, Light

Ball transfer unit push
fit, Light

Self tapping brass
insert, Brass

BPPE

Ball transfer unit push
fit, Light
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