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Dimensions in mm

Spring plunger with slotted head
With ball tip BPM-Z

- Positioning and locating screw
- Slotted set screw
-  Working temperature : -30ºC to +50ºC
-  Materials : 
    Body : plastic 
    Ball : stainless steel or plastic
    Spring : Stainless steel 1,4310

Ød Ød1

HL

DISCOUNTS
Qty 1+ 6+ 20+ 50+ 100+ 250+ 400+

Disc. List -5% -10% -15% -20% -25% On request

Ball Stainless 

steel or Delrin

Pressure (N) Price each
 Part number Ød Ød1 L H Initial final 1 to 5
 Stainless steel ball
BPM6Z/SS M6 3,5 14 1,0 9 13 4 1,61 F
BPM8Z/SS M8 5,0 16 1,5 15 30 4 1,98 F
BPM10Z/SS M10 6,0 19 2,0 20 40 4   2,34 F

 Plastic ball
BPM6Z/P M6 3,5 14 1,0 9 13 4 1,85 F
BPM8Z/P M8 5,0 16 1,5 15 30 4 2,30 F
BPM10Z/P M10 6,0 19 2,0 20 40 - 2,53 F

Stock*

Increased
stock



Our other products

RPCtcss

Swivel castor with
central hole, Stainless
steel - Polyamide -
with ...

KBS_UU

Stainless steel closed
precision linear
bearing, Precision -
stainle...

G0

Steel spur gear, Steel
20NCD2

DOG111

Motor-gearbox 12V
and 24V DC, from 1.5
to 6 Nm

AWMP

Aluminium shaft for
linear guide,
Aluminium

LVT

Miniature motorised
actuator 2A, 2 ampers

LSAG

Sleeve for splined ball
shaft, Chariot - from
514 N to 15386 N

RDE-B

Sealing washer
Hygienic Usit®,
Stainless steel - Blue
EPDM

NCT

Square tube
connector, Fixed
angle

PDD

Actuating plunger,
Non-rotating detector
shaft

NPTF20

Spacer for tube
carrier, Fixing
accessory Ø10 to Ø14

KB_WW

Closed linear
precision bearing,
Economy range

Complementary products

BPM-Z

Plastic slotted spring
plunger with ball tip,
Plastic body +
plastic...

BPM_LOK

Long-Lok slotted
spring plunger with
ball tip, LONG-LOK -
Steel

BPM_LOK

Long-Lok slotted
spring plunger with
ball tip, LONG-LOK -
Stainless ...

BLM

Spring loaded plunger
with ball tip, Stainless
steel body
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