Spring plunger with slotted head

Bodly : plastic
Ball : stainless steel or plastic
Spring : Stainless steel 1,4310

- Positioning and locating screw
- Slotted set screw
- Working temperature : -30°C to +50°C

With ball tip
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DISCOUNTS
1+ 6+ 20+ 50+ 100+250+ 400+ \
List -5% -10% -15% -20% -25% On request|
Pressure (N) Price each
Part number @d Qd1 L Initial final 1t05
Stainless steel ball
BPM6Z/SS M6 3.5 14 1,0 9 13 v 1,61 €
BPM8Z/SS M8 5.0 16 1.5 15 30 v 1,98 £
BPM10Z/SS M10 6.0 19 2,0 20 40 v 2,34 €
_BPM6Z/P M6 3.5 14 1.0 9 13 v 1,85 €
BPM8Z/P M8 5,0 16 1.5 15 30 v 2,30 €
BPM10Z/P M10 6.0 19 2,0 20 40 - 2,53 €
Dimensions in mm
Fax: +33(0)4 37 490 055 - cial2@hpceurope.com HPC 63



CHAM5270SS

Marine hinge for
welding/screw
mounting, Marine

Our other products

Worm and wheel set,
Machined plastic
(delrin)

UCFL_PBT

Stainless
steel/Polymer flanged
bearing, Polymer and
stainless steel

Box set of washer -
DIN125, Box set of
steel washers
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Weld-on hinge with
flat end, Stainless
steel or Aluminium

FBL4004_K32

Brush strip per metre,
Black striated
polypropylene (PP)

Swivel castor with
plate, Steel - rubber

H Type Guide units,
For @50 actuators

Spur gear - precision
range, Case hardened
steel 20NCD2
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APBC gte4r LRH
Circular rod, Round Rotating bent lever Bi-directional
rod with spring, Increased leadscrew, Bi-

fitting tolerances

Complementary products

directional - 1 thread

BPM-Z

BPM_LOK

BLM

BPM

Plastic slotted spring
plunger with ball tip,
Plastic body +
stainle...

Long-Lok slotted
spring plunger with
ball tip, LONG-LOK -
Steel

Spring loaded plunger
with ball tip, Plastic
body

Slotted spring plunger
with ball tip, Steel
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