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End cap for square tube, with threaded insert
Black plasticBTCm

*Depending on availability - Dimensions in mm

-  Materials:
End cap: fibreglass 
reinforced Polyamide 
Threaded insert: nickel 
plated brass

.Option.
- Stainless steel insert

.Info..
- For static application only

Static Tube Price each 
Part number ØT Q Q1 H H1 load (N)dimensionsStock* 1 to 19
BTC30/1.5-M8 M8 30 27,5 6 33 5000 30x1,5x27 4 8,60 F
BTC30/1.5-M10 M10 30 27,5 6 33 5000 30x1,5x27 4 8,60 F
BTC30/1.5-M12 M12 30 27,5 6 33 5000 30x1,5x27 4 8,60 F
BTC30/1.5-M14 M14 30 27,5 6 33 5000 30x1,5x27 - 8,60 F
BTC30/1.5-M16 M16 30 27,5 6 33 5000 30x1,5x27 4 8,60 F
BTC30/2-M8 M8 30 26,5 6 33 5000 30x2x26 4 8,60 F
BTC30/2-M10 M10 30 26,5 6 33 5000 30x2x26 4 8,60 F
BTC30/2-M12 M12 30 26,5 6 33 5000 30x2x26 - 8,60 F
BTC30/2-M14 M14 30 26,5 6 33 5000 30x2x26 - 8,60 F
BTC30/2-M16 M16 30 26,5 6 33 5000 30x2x26 - 8,60 F
BTC35/1.5-M10 M10 35 32,5 8 43 8000 35x1,5x32 - 9,24 F
BTC35/1.5-M12 M12 35 32,5 8 43 8000 35x1,5x32 4 9,24 F
BTC35/1.5-M14 M14 35 32,5 8 43 8000 35x1,5x32 - 9,24 F
BTC35/1.5-M16 M16 35 32,5 8 43 8000 35x1,5x32 4 9,24 F
BTC35/1.5-M20 M20 35 32,5 8 43 8000 35x1,5x32 - 9,24 F
BTC40/1.5-M8 M8 40 37,5 8 43 8000 40x1,5x37 - 9,68 F
BTC40/1.5-M10 M10 40 37,5 8 43 8000 40x1,5x37 4 9,68 F
BTC40/1.5-M12 M12 40 37,5 8 43 8000 40x1,5x37 4 9,68 F
BTC40/1.5-M14 M14 40 37,5 8 43 8000 40x1,5x37 - 9,64 F
BTC40/1.5-M16 M16 40 37,5 8 43 8000 40x1,5x37 4 9,64 F
BTC40/1.5-M20 M20 40 37,5 8 43 8000 40x1,5x37 - 9,64 F
BTC40/2-M8 M8 40 36,5 8 43 10000 40x2x36 - 9,68 F
BTC40/2-M10 M10 40 36,5 8 43 10000 40x2x36 4 9,64 F
BTC40/2-M12 M12 40 36,5 8 43 10000 40x2x36 4 9,64 F
BTC40/2-M14 M14 40 36,5 8 43 10000 40x2x36 - 9,64 F
BTC40/2-M16 M16 40 36,5 8 43 10000 40x2x36 4 9,64 F
BTC40/2-M20 M20 40 36,5 8 43 10000 40x2x36 4 9,64 F
BTC40/2.5-M8 M8 40 35,5 8 43 10000 40x2,5x35 - 9,68 F

Added to range

DISCOUNTS
Qty 1+ 20+ 50+

Disc. List -10% On request
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*Depending on availability - Dimensions in mm

Static Tube Price each 
Part number ØT Q Q1 H H1 load (N)dimensions Stock* 1 to 19
BTC40/2.5-M10 M10 40 35,5 8 43 10000 40x2,5x35 - 9,68 F
BTC40/2.5-M12 M12 40 35,5 8 43 10000 40x2,5x35 - 9,68 F
BTC40/2.5-M14 M14 40 35,5 8 43 10000 40x2,5x35 - 9,68 F
BTC40/2.5-M16 M16 40 35,5 8 43 10000 40x2,5x35 - 9,68 F
BTC40/2.5-M20 M20 40 35,5 8 43 10000 40x2,5x35 - 9,68 F
BTC40/3-M8 M8 40 34,5 8 43 10000 40x3x34 - 9,68 F
BTC40/3-M10 M10 40 34,5 8 43 10000 40x3x34 - 9,68 F
BTC40/3-M12 M12 40 34,5 8 43 10000 40x3x34 - 9,68 F
BTC40/3-M14 M14 40 34,5 8 43 10000 40x3x34 - 9,68 F
BTC40/3-M16 M16 40 34,5 8 43 10000 40x3x34 - 9,68 F
BTC40/3-M20 M20 40 34,5 8 43 10000 40x3x34 - 9,68 F
BTC40/4-M8 M8 40 32,5 8 43 10000 40x4x32 - 9,68 F
BTC40/4-M10 M10 40 32,5 8 43 10000 40x4x32 - 9,68 F
BTC40/4-M12 M12 40 32,5 8 43 10000 40x4x32 - 9,68 F
BTC40/4-M14 M14 40 32,5 8 43 10000 40x4x32 - 9,68 F
BTC40/4-M16 M16 40 32,5 8 43 10000 40x4x32 - 9,68 F
BTC40/4-M20 M20 40 32,5 8 43 10000 40x4x32 - 9,68 F
BTC50/1.5-M10 M10 50 47,5 11 55 8000 50x1,5x47 - 11,53 F
BTC50/1.5-M12 M12 50 47,5 11 55 8000 50x1,5x47 4 9,64 F
BTC50/1.5-M14 M14 50 47,5 11 55 8000 50x1,5x47 - 9,64 F
BTC50/1.5-M16 M16 50 47,5 11 55 8000 50x1,5x47 4 9,64 F
BTC50/1.5-M20 M20 50 47,5 11 55 8000 50x1,5x47 - 9,64 F
BTC50/2-M8 M8 50 46,5 11 55 12000 50x2x46 - 11,53 F
BTC50/2-M10 M10 50 46,5 11 55 12000 50x2x46 4 11,53 F
BTC50/2-M12 M12 50 46,5 11 55 12000 50x2x46 4 11,53 F
BTC50/2-M14 M14 50 46,5 11 55 12000 50x2x46 - 11,53 F
BTC50/2-M16 M16 50 46,5 11 55 12000 50x2x46 4 11,53 F
BTC50/2-M20 M20 50 46,5 11 55 12000 50x2x46 - 11,53 F
BTC50/2.5-M10 M10 50 45,5 11 55 12000 50x2,5x45 - 11,53 F
BTC50/2.5-M12 M12 50 45,5 11 55 12000 50x2,5x45 4 9,64 F
BTC50/2.5-M14 M14 50 45,5 11 55 12000 50x2,5x45 - 9,64 F
BTC50/2.5-M16 M16 50 45,5 11 55 12000 50x2,5x45 4 9,64 F
BTC50/2.5-M20 M20 50 45,5 11 55 12000 50x2,5x45 - 9,64 F
BTC50/3-M10 M10 50 44,5 11 55 12000 50x3x44 - 11,53 F
BTC50/3-M12 M12 50 44,5 11 55 12000 50x3x44 - 11,53 F
BTC50/3-M14 M14 50 44,5 11 55 12000 50x3x44 - 11,53 F
BTC50/3-M16 M16 50 44,5 11 55 12000 50x3x44 - 11,53 F
BTC50/3-M20 M20 50 44,5 11 55 12000 50x3x44 - 11,53 F
BTC50/4-M10 M10 50 42,5 11 55 12000 50x4x42 - 11,53 F
BTC50/4-M12 M12 50 42,5 11 55 12000 50x4x42 - 11,53 F
BTC50/4-M14 M14 50 42,5 11 55 12000 50x4x42 - 11,53 F
BTC50/4-M16 M16 50 42,5 11 55 12000 50x4x42 - 11,53 F
BTC50/4-M20 M20 50 42,5 11 55 12000 50x4x42 - 11,53 F
BTC60/2-M10 M10 60 56,5 10 55 12000 60x2x56 - 12,32 F
BTC60/2-M12 M12 60 56,5 10 55 12000 60x2x56 - 12,32 F
BTC60/2-M14 M14 60 56,5 10 55 12000 60x2x56 - 12,32 F
BTC60/2-M16 M16 60 56,5 10 55 12000 60x2x56 - 12,32 F
BTC60/2-M20 M20 60 56,5 10 55 12000 60x2x56 - 12,32 F
BTC60/3-M10 M10 60 54,5 10 55 12000 60x3x54 - 12,32 F
BTC60/3-M12 M12 60 54,5 10 55 12000 60x3x54 - 12,32 F
BTC60/3-M14 M14 60 54,5 10 55 12000 60x3x54 - 12,32 F
BTC60/3-M16 M16 60 54,5 10 55 12000 60x3x54 - 12,32 F
BTC60/3-M20 M20 60 54,5 10 55 12000 60x3x54 - 12,32 F
BTC60/4-M10 M10 60 52,5 10 55 12000 60x4x52 - 12,32 F
BTC60/4-M12 M12 60 52,5 10 55 12000 60x4x52 - 12,32 F
BTC60/4-M14 M14 60 52,5 10 55 12000 60x4x52 - 12,32 F
BTC60/4-M16 M16 60 52,5 10 55 12000 60x4x52 - 12,32 F
BTC60/4-M20 M20 60 52,5 10 55 12000 60x4x52 - 12,32 F



Our other products

AWMP

Aluminium shaft for
linear guide,
Aluminium

CHTRP

Single and dual
output gearboxes, Up
to 34,5 Nm

CLQassortiment

Assorted feeler strips,
Assorted feeler strips

NT121

Spur gear coaxial
gearbox, from 20 to
68 Nm - Inline

ACL-FPA

Panel mounting block
for aluminium
structures, Angular
connector

GPLbr

Brush, brass

PTAF80-PAMF80

Articulated fixable
foot with pressed
base Ø80, Ø 80

HTD5M_09

HTD Heavy duty
timing pulley, HTD5
Aluminium

GGP

Male wing knob,
Technopolymer with
brass spindle

DOMI120

Domino 120
adjustable slide, Slide
DOMILINE 120 with
counter and han...

ZA

Shaft for linear
guides, Hardened
ground steel

OP6

Mechanical digital
position indicator, 5
numbers

Complementary products

BTC

End cap for square
tube, Standard

BPTR_M

End cap with threaded
insert for round tube,
With threaded insert
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