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Steel bevel gear
Steel 60C40Ratio

2:1
- �Module 0.8 to 6
- �Pressure angle 20°
- Teeth: GLEASON
- �Material: Steel 60C40
- �Two gears are required to 
make a pair

 Part number
Teeth

Z Mod ØP E ØD ØA ØM F G H ØR T
Price 
each

1 to 5

*Depending on availability - Dimensions in mm

Stock*

0,8

1,0

1,5

2,0

2,5

DB0.8-15 15 12,00 20,0 13,93 6 10 11,90 7,50 4,02 M3 3,5 4 32,56 F
DB0.8-30 30 24,00 14,0 24,64 8 20 10,08 5,50 4,02 M3 3,5 4 38,39 F
DB1-15 15 15,00 24,0 17,42 8 14 13,87 8,76 5,03 M4 4,0 4 36,92 F
DB1-30 30 30,00 18,0 30,58 10 25 13,11 7,00 5,03 M4 4,0 4 45,38 F
DB1.5-15 15 22,50 35,0 26,12 10 21 19,84 12,13 7,55 M4 5,0 4 40,24 F
DB1.5-30 30 45,00 27,0 45,87 10 30 19,66 11,00 7,55 M4 5,0 4 51,56 F
DB2-15 15 30,00 45,0 34,83 12 28 24,76 14,86 10,06 M5 7,5 4 44,52 F
DB2-30 30 60,00 35,0 61,16 12 40 25,21 14,00 10,06 M5 8,0 4 61,78 F
DB2.5-15 15 37,50 54,0 43,54 15 32 29,51 16,51 13,53 M5 8,0 4 60,93 F
DB2.5-30 30 75,00 41,5 76,45 15 50 29,31 13,31 13,53 M5 7,0 4 76,98 F

DISCOUNTS
Qty 1+ 6+ 20+ 50+

Disc. List -5% -10% On request
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TORQUE and 
POWER

INDICATION

For 20 teeth at 1000 rpm

4,30
0,455

2,20
0,231

0,94
0,097

0,57
0,03

0,14
0,015

Torque (Nm)
Power (kW)

N.B Torque ratings can be doubled by heat treatment



Our other products

EMR

Fast-locking knurled
nut, Knurled

RPCtcss

Swivel castor with
central hole, Stainless
steel - Polyamide

PTA40

Articulated foot with
solid base foot Ø 40,
3000N

PCS37

Chain sprocket - steel,
9.525mm (DIN06B-1)

EHD08-9

Internal epicyclic
servo reducers, from
35 to 50 Nm

PT821

Drive sprocket for slat
top chain, Ranges 821
and 805

RBNpl

Swivel castor with
double brake, Steel -
rubber

CHT

Asynchronous AC
Motor, 0.18 to 0.55kW

BIMSS

Indexing plunger mini,
miniature - Stainless
steel

R206

Die spring ISO10243,
Extra-heavy

TBEBASE10

Economic mini-table
with trapezoidal
leadscrew, Economy
range

CHAupa

Front hinge, 270°

Complementary products
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https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Fast-locking knurled nut
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Swivel castor with central hole
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Articulated foot with solid base foot Ø 40
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket - steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Internal epicyclic servo reducers
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Drive sprocket for slat top chain
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Swivel castor with double brake
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Asynchronous AC Motor
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Indexing plunger mini
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Die spring ISO10243
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Economic mini-table with trapezoidal leadscrew
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Front hinge
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