Steel bevel gear Ste[%/]e|
Ratio Steel 60C40
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- Module 0.8 to 6

- Pressure angle 20°

- Teeth: GLEASON

- Material: Steel 60C40

- Two gears are required to
make a pair
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N.B Torque ratings can be doubled by heat treatment
TORQUE and For 20 teeth at 1000 rpm
POWER MOD | MOD | MOD | MOD | MOD
INDICATION 2] 2 1.5 1 0.8
Torque (Nm) | 4,30 2,20 0,94 0,57 0,14
Power (kW) | 0,455 | 0,231 | 0,097 | 0,03 | 0,015

DISCOUNTS
Qty

Teeth
Partnumber Z Mod OGP E ©OD OA OM

DB0.8-15 15 g 1200 200 1393 6 10 11,90 750 4,02 v
DB0.8-30 30 2400 140 2464 8 20 1008 550 402 M3 35 « 3839%€
DB1-15 15 1,0 1500 240 1742 8 14 1387 876 503 M4 40 v 3692%
DB1-30 30 30,00 180 3058 10 25 1311 7,00 503 M4 40 « 4538€
DB1.5-15 15 45 2250 350 2612 10 21 1984 1213 7,55 M4 50 « 4024%€
DB1.5-30 30 " 4500 27,0 4587 10 30 1966 11,00 755 M4 50  51,56%
DB2-15 15 90 3000 450 3483 12 28 24,76 14,86 1006 M5 75 44,52 €
DB2-30 30 "~ 6000 350 61,16 12 40 2521 14,00 1006 M5 80 « 61,78%
DB2.5-15 15 25 3750 540 4354 15 32 2951 1651 1353 M5 80 « 60,93%
DB2.5-30 30 ™" 7500 415 7645 15 50 29,31 1331 1353 M5 70 « 76,98%

*Depending on availability - Dimensions in mm
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Our other products

BLHM40

MHX

Linear ball slide -
Stainless steel balls,
Chariot - from 516 N
to 8...

Right angled gearbox,
double output shafts,
up to 10.3 Nm

Hexagonal threaded
sleeve, Hexagonal -
stainless steel

Flexible slat top chain
acetal, Large range
882

165

A
P20

DOG258

Spur gear coaxial
gearbox, from 0.80 to
2.95 Nm - Inline

Worm and wheel gear
reducer, up to 5 Nm

i

H1

Motor-gearbox 12V
and 24V DC, from 12
to 15 Nm

Horizontal toggle
clamp, Horizontal
Lever Clamp - steel

CHA35

T39_T49

Crossed helical gear
crossed axis at 90°,
Steel 20NCD2

MDB_MTB

Moulded plastic bevel
gear (nylon), 2:1

Curved track for slat
top chain, Ranges 880
and 881

Hinge for aluminium
profile, Hinge

Complementary products

Extension spring in
metre length steel, by
the metre


https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Linear ball slide - Stainless steel balls
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Right angled gearbox, double output shafts
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Hexagonal threaded sleeve
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Flexible slat top chain acetal
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Spur gear coaxial gearbox
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Worm and wheel gear reducer
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Motor-gearbox 12V and 24V DC
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Horizontal toggle clamp
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Crossed helical gear crossed axis at 90°
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Curved track for slat top chain
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Hinge for aluminium profile
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Extension spring in metre length steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Moulded plastic bevel gear (nylon)
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