Wwell nut € [
ECF Elastomer

- Flanged chloroprene elastomer moulded

into a nut

Advantages

- Cost effective

- Isolation of noise and resonance

- Oil, fats, and ozone-resistant

- Simple and tool free installation

- Can be mounted in:

Compression - shearing

Compression/shearing

- Working temperature range: -30°C to +80°C
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- Isolated vibrations from 120 to 150Hz

- Not sold individually,
please contact us for details
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Mounting type 1
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Mounting type 2
DISCOUNTS
el 1+ 13+ 29+ 41+ 60+ |
IETH List -10% -15% -20% On request |
Price each
Part number  Thread @D QE L K 1to 12
ECF3 M3 9 7,2 9,0 2,5 v
ECF4 M4 12 9,3 11,5 3,0 [
ECF5 M5 15 10,2 14,5 3,5 v
ECF6 M6 18 12,7 17,0 4,0 v
ECF8 M8 24 16,6 22,0 5,0 v

*Depending on availability - Dimensions in mm
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Our other products
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AT type timing pulley,
Economy range - AT5
aluminium

Flanged drill bushing,
Steel

Worm and wheel gear
reducer, up to 164
Nm

Fixed levelling foot,
Flanged plate
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Self locking nut -

Worm and wheel gear

Drylin® W bearing

Clip-on base for hook-

DIN985, Box set of reducer, up to 57 Nm block, Slide and-loop strip,
steel nuts Polyamide
¥
PLM-C WBGV NDS14C

Asynchronous AC
Motor 1.1 to 1.85kW,
1.1 to 1.85kW

Cylindrical holding
magnets, Cylindrical
holding magnet

Lifting ring, Threaded

Complementary products

Angular connector,
Universal angular
connector



https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=AT type timing pulley
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Flanged drill bushing
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Worm and wheel gear reducer
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Fixed levelling foot
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Self locking nut - DIN985
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Worm and wheel gear reducer
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Drylin® W bearing block
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Clip-on base for hook-and-loop strip
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Asynchronous AC Motor 1.1 to 1.85kW
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Cylindrical holding magnets
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Lifting ring
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Angular connector
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