[FEd chain sprocket =

DIN 06B-1 Moulded Nylon PA6

3/8" &4

- Pitch 3/8” (9,525mm) (DIN 06B-1)
- Roll diameter 6.35mm |
- Material {w\,\,s\’\e

Glass-fibre reinforced nylon PA6
Grey colour “Ew \
Application

- Low coefficient of friction E

- Requires little lubrication

- Quiet

- Resistant to aqueous and aggressive
environments

- Bore + keyway on request from 10 pieces
upwards
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- Rough pilot bore after moulding
- **pilot bore dimension given as a guide only
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DISCOUNTS
el 1+ 10+ 20+ 50+ 100+ |
[ List -10% -15% -25% On request |

z Pre bore Price each
Part number teeth OD OP ©OM DA 3 1to9
PCS37-12/PA6 12 40,5 36,8 8 25 3,25 €
PCS37-13/PA6 13 435 39,8 28 8 25 - 3,93 €
PCS37-14/PA6 14 465 428 30 8 25 - 4,28 €
PCS37-15/PA6 15 495 458 34 8 25 - 4,85 €
PCS37-17/PA6 17 55,5 518 35 10 28 - 513 €
PCS37-18/PA6 18 586 549 40 10 28 - 5,87 £
PCS37-19/PA6 19 616 57,9 44 12 28 - 6,26 £
PCS37-20/PA6 20 646 609 44 12 28 - 6,79 £
PCS37-21/PA6 21 67,6 63,9 48 12 28 - 6.83 €
PCS37-25/PA6 25 79,7 76,0 57 12 28 - 7.92 €
PCS37-30/PA6 30 948 91,12 40 12 28 - 9,73 €
PCS37-36/PA6 36 1130 109,2 70 16 30 - 10,18 £

Dimensions in mm
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= [JIGd chain sprocket

Moulded Nylon PA6 DIN 08B-1

1/2"

—
- Pitch 1/2” (12,7mm) (DIN 08B-1) . ?,(e/bo'(ed

- Roller diameter 8,51mm AT et e

- Material : nole W

Glass-fibre reinforced nylon PA6 ,(:’W\,LSV\?JV\ \
Grey colour @
Application

- Low coefficient of friction E

- Requires little lubrication 2
- Quiet

- Resistant to aqueous and aggressive N

environments

- Bore + keyway on request from 10 pieces
upwards
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- Rough pilot bore after moulding
- **pilot bore dimension given as a guide only
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DISCOUNTS
[l 1+ 10+ 20+ 50+ 100+ |
[PJETN List -10% -15% -256% On request |

4 Pre bore Price each

Part number teeth ©D OP OM QA E 1t09

PCS50-9/PA6 9 42,0 37,13 24 10 28 - 4,74 €
PCS50-10/PA6 10 459 41,10 26 10 28 - 5,09 €
PCS50-12/PA6 12 54,6 49,07 32 10 28 - 5,13 €
PCS50-14/PA6 14 63,2 57,07 41 10 28 - 5,16 £
PCS50-15/PA6 15 65,9 61,09 45 10 28 - 5,20 £
PCS50-16/PA6 16 69,9 65,10 45 10 28 - 5,23 £
PCS50-17/PA6 17 74,0 69,11 50 11 28 - 6,19 £
PCS50-18/PA6 18 78,0 73,13 50 11 28 - 6,33 €
PCS50-20/PA6 20 86,0 81,19 50 11 28 - 8,48 £
PCS50-21/PA6 21 91,3 8522 50 11 29 - 8,88 £
PCS50-28/PA6 28  118,3 113,40 60 16 29 - 11,31 %
PCS50-30/PA6 30 126,3 121,50 60 16 30 - 12,20 £
PCS50-36/PA6 36 150,6 145,70 60 16 30 125 14,25 £
PCS50-38/PA6 38 158,6 153,80 60 16 30 125 15,24 €
PCS50-40/PA6 40  166,8 161,87 60 16 30 135 17,15 €

Dimensions in mm
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Our other products

MBrondelle

PITA

RFK28B

CAP815

Stop washer, Stop
washer MB

Locking bolt, with T
handle

DOMI30

S

PPD

Hypoid gearbox -
Stainless steel, up to
130 Nm

Slim slat top chain
stainless steel,
Narrow range 815

D19_D29
SRS

LRRA

Domino 30 adjustable
slide, Slide DOMILINE
30 with counter and
handw...

Indexing plunger for
sheets, For sheet
metal

Compression springs
in metre length steel,
by the metre

Latch with locking
system, Aluminium
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VQTplgn
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Worm - precision
range, Steel

Spur gear - precision
range, Pre-hardened
Steel 35NCD6

Quarter-turn clamp
lock - Clamping plate,
Flush mounting

Complementary products

PCS37

PCS37SS

PCS37K_

Chain sprocket - steel,
9.525mm (DIN06B-1)

Chain sprocket -
Stainless steel, 9.525
(DIN 06B-1)

Chain sprocket with
hardened teeth,
9.525mm (DINO6B-1)

Box set of washer -
DIN125, Box set of
steel washers


https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stop washer
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Locking bolt
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Hypoid gearbox - Stainless steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Slim slat top chain stainless steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Domino 30 adjustable slide
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Indexing plunger for sheets
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Compression springs in metre length steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Latch with locking system
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Worm - precision range
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Spur gear - precision range
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Quarter-turn clamp lock - Clamping plate
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Box set of washer - DIN125
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket - steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket - Stainless steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket with hardened teeth
http://www.tcpdf.org

