[A[51d sprocket pew] €,

DIN 06B-1 Moulded Nylon PA6

3/8" &4

- Pitch 3/8” (9,525mm) (DIN 06B-1)

- Roll diameter 6.35mm i

- Material {’w\,\,s\’\e
Glass-fibre reinforced nylon PA6
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Grey colour

Application “EW ﬂ

- Low coefficient of friction E

- Requires little lubrication

- Quiet

- Resistant to aqueous and aggressive
environments

- Rough pilot bore after moulding T
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- **pilot bore dimension given as a guide only .
- Bore + keyway on request from 10 pieces M QA OF OP @D
upwards i

DISCOUNTS
el 1+ 10+ 20+ 50+ 100+ |
(YA List -10% -15% -25% On request |

z Pre bore Price each
Part number teeth OD OP ©OM DA 3 1to9
PCS37-12/PA6 12 405 36,8 25 8 25 3,25 €
PCS37-13/PA6 13 435 39,8 28 8 25 - 3,93 €
PCS37-14/PA6 14 465 428 30 8 25 - 4,28 €
PCS37-15/PA6 15 495 458 34 8 25 - 4,85 €
PCS37-17/PA6 17 55,5 518 35 10 28 - 513 €
PCS37-18/PA6 18 586 549 40 10 28 - 5,87 £
PCS37-19/PA6 19 616 57,9 44 12 28 - 6,26 £
PCS37-20/PA6 20 646 609 44 12 28 - 6,79 £
PCS37-21/PA6 21 67,6 63,9 48 12 28 - 6,83 £
PCS37-25/PA6 25 79,7 76,0 57 12 28 - 7.92 €
PCS37-30/PA6 30 948 91,12 40 12 28 - 9,73 €
PCS37-36/PA6 36 1130 109,2 70 16 30 - 10,18 €

Dimensions in mm
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= [ 54 sprocket

Moulded Nylon PAG6 DIN 08SB-1

1/2"

J—
- Pitch 1/2” (12,7mm) (DIN 08B-1) .y ?.(g/\bD'(eo\
- Roller diameter 8,51mm AT <t oe
- Material : nole W
Glass-fibre reinforced nylon PA6 ,(:'LWLsMﬁ'?\
Grey colour (\
Application “Ew .
- Low coefficient of friction E
- Requires little lubrication s
- Quiet
- Resistant to aqueous and aggressive N
environments
- Rough pilot bore after moulding
- **pilot bore dimension given as a guide only ,
- Bore + keyway on request from 10 pieces oM QA OF 0P @D
upwards i
4 A,
DISCOUNTS
[l 1+ 10+ 20+ 50+ 100+ |
PJETN List -10% -15% -256% On request |
z Pre bore Price each
Part number teeth OD ©OP OM OA** E 1t09
PCS50-9/PA6 9 42,0 3713 24 10 28 - 4,74 €
PCS50-10/PA6 10 459 41,10 26 10 28 - 5,09 €
PCS50-12/PA6 12 54,6 49,07 32 10 28 - 5,13 €
PCS50-14/PA6 14 63,2 57,07 41 10 28 - 5,16 €
PCS50-15/PA6 15 65,9 61,09 45 10 28 - 5,20 £
PCS50-16/PA6 16 69,9 65,10 45 10 28 - 5,23 €
PCS50-17/PA6 17 74,0 69,11 50 1 28 - 6,19 €
PCS50-18/PA6 18 78,0 73,13 50 11 28 - 6.33 €
PCS50-20/PA6 20 86,0 81,19 50 1 28 -
PCS50-21/PA6 21 91,3 8522 50 1 29 -
PCS50-28/PA6 28  118,3 113,40 60 16 29 -
PCS50-30/PA6 30 126,3 121,50 60 16 30 -
PCS50-36/PA6 36 150,6 145,70 60 16 30 125
PCS50-38/PA6 38  158,6 153,80 60 16 30 125
PCS50-40/PA6 40 166,8 161,87 60 16 30 135

Dimensions in mm
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Our other products

RDE-N

SRG

PCS25ECO

PRL

Sealing washer
Hygienic Usit®,
Stainless steel - Black
EPDM

Adjustable latch

clamp with strike
plate, Stroke from
77,3mm to 83mm

Chain sprocket - steel,
6.35mm

Wear strip for slat top
chain, L profile to be
clipped
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CAP881

y

NT61

-
£ "

GP75

i

TSRTC

Side flexing slim slat
top chain stainless
steel, Narrow range
881

Spur gear coaxial
gearbox, from 5 to 14
Nm - Inline

Spring loaded toggle
latch, Standard
(GP75)

Stem support for
caster, For swivel
caster with central
hole

AT5-25ECO

PPCss

RFV40

UGH25

AT type timing pulley,
Economy range - AT5

Pad eye on mounting
plate squarred,

Stainless steel worm
and wheel gearbox,

Complementary products

PCS50

PCS50SS

PCS50K _

Chain sprocket - steel,
12.7mm (DINO8B-1)

Chain sprocket -
Stainless steel,
12.7mm (DIN 08B-1)

Chain sprocket with
hardened teeth,
12.7mm (DINO8B-1)

H Type Guide units,
For @25 actuators


https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Sealing washer Hygienic Usit®
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Adjustable latch clamp with strike plate
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket - steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Wear strip for slat top chain
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Side flexing slim slat top chain stainless steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Spur gear coaxial gearbox
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Spring loaded toggle latch
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stem support for caster
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=AT type timing pulley
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Pad eye on mounting plate squarred
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stainless steel worm and wheel gearbox
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=H Type Guide units
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket - steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket - Stainless steel
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Chain sprocket with hardened teeth
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