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Idler sprocket for plate chain
For chain ranges 821 and 805 PR821

 Part number
No.

of teeth ØDE ØDP
Bore
ØA

Weight
(kg)

Price each
1 to 4

- For use with CAP821 and CAP805 plate chains
- �Materials: 

Reinforced polyamide 
Stainless steel screws

- �Operating temp.: -10°C to +120°C
- �For dimensions and bore tolerances,  

please refer to technical pages

.Advantage.
- �Two part design facilitates easy assembly
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Two part design

5+
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10+
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1+
List

Qty.
Disc.

discounts

Dimensions in mm

PR821-25-30 25 153 153,2 30 0,9 70,12 F
PR821-25-35 25 153 153,2 35 0,9 70,12 F
PR821-25-40 25 153 153,2 40 0,9 70,12 F
PR821-25-45 25 153 153,2 45 0,9 70,12 F



Our other products

RHTtcss

High Temperature
Castor, up to 200kg

BAG-MI

Split shaft collar with
clamp lever, Steel

BLHM60

Right angled gearbox,
double output shafts,
up to 70 Nm

PRF-SCREEN-1

Screen support, Basic
support

DER80

Stainless steel AC
asynchronous motor
0.55 - 0.75kW, 0.55 to
0.75kW

BLHB20

Right angled gearbox,
bored shafts, up to
1.77 Nm

ACLEPP

Right angled bracket
for aluminium profile,
4 holes

PPCss

Pad eye on mounting
plate squarred,
Stainless steel

BPTR_M

End cap with threaded
insert for round tube,
With threaded insert

SVT30

Screwjack with
travelling screw, with
translating screw

SHN

Hexagonal nut
DIN934, A2 Stainless
steel

SH1

Parallel axis helical
gear, Steel 20NCD2

Complementary products
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