s Fastener for aluminium profile
Standard fastener Minii@c PRF
FIXSTD

Profile assembly

- Suitable for loads up to 18000N
- Can be used to securely join all profile types
- Forms very efficient anti-twist joint
- Materials:
M8X50mm CHC screw: electroplated steel
Locking plate: electroplated steel

- For heavy or vibrating loads

Assembly

- Drill a stepped hole (89, @15) at the required
position

- Slide the screw locking plate in the slot

- Pass the end of the screw through the first
profile (1), the locking plate and then into the
central hole of the second profile (2) which was
previously tapped (M8 x 25mm) and tighten.

DISCOUNTS

(eA 1+ 50+ 100+
Disc. 5% _On request

ad Tightening Weig
Part number (N) For profile torque (Nm) (kg)

PRF-FIX-STD 18000 Al types of PRF profile 20 0,03 v 210€
*Depending on availability - Dimensions in mm
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Our other products

KBS_UU

PTA50

RPP

T25-6ECO

Stainless steel closed
precision linear
bearing, Precision -
stainle...

Articulated levelling
foot, pressed base
@50, 4000N

Connecting plate for
RPP type timing belts,
RPP14

T type timing pulley,
Economy range - T2.5
aluminium

.‘-‘v "

BAGSS

PAMF100EB

AWMP

Eco range Spur gear,
Steel C45

Stainless steel
Clamping collar,
Stainless steel

Articulated foot with
sheet metal base
@100, Articulated foot

Aluminium shaft for
linear guide,
Aluminium

NT92 CHAPAM TFR Ww16
Spur gear coaxial Weld-on hinge with Rigid manual Drylin® W slide, slide

gearbox, from 15 to

flat end, Steel

tensioner, Fixed

Complementary products

PRF1932

)
PRF4545_

»
PRF_FIX_UNI

Standard aluminium
profile, 19 x 32 mm

Standard stainless
steel profile, 45 x 45
mm

Universal fastener for
aluminium profile,
Universal

assembly

Standard aluminium
profile, 45 x 45 mm -
R90°


https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stainless steel closed precision linear bearing
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Articulated levelling foot, pressed base Ø50
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Connecting plate for RPP type timing belts
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=T type timing pulley
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Eco range Spur gear
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stainless steel Clamping collar
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Articulated foot with sheet metal base Ø100
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Aluminium shaft for linear guide
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Spur gear coaxial gearbox
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Weld-on hinge with flat end
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Rigid manual tensioner
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Drylin® W slide
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Standard aluminium profile
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Standard stainless steel profile
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Universal fastener for aluminium profile
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Standard aluminium profile
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