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PRECISION Range (Quality Grade 7e25)
Module
2.0

- Quality grade 7e25 DIN 3961 (AGMA Q10)
- Material :

Stainless steel 303
Stainless steel 316

- Teeth profile conform to DIN 867
- Tooth thickness conforms to DIN 3967
- Efficiency approx 98%

.Options.
- Alternative bores (H7)
- Keyway conforming to DIN 6885 (JS9)
- Tapped hole
- Hole for dowel pin

.Info..
-  Torque figures are for 100 rpm and are given as a 

guide only

Quality grade 7e25

PSG2.0-18S PSG2.0-18SL 18 36 40 10 30 0,129 - 0,051 7,37 5,73 0,249 83,28 F 95,60 F
PSG2.0-19S PSG2.0-19SL 19 38 42 10 30 0,129 - 0,051 7,78 6,05 0,267 85,15 F 97,81 F
PSG2.0-20S PSG2.0-20SL 20 40 44 10 30 0,129 - 0,051 10,35 8,05 0,287 86,96 F 99,81 F
PSG2.0-21S PSG2.0-21SL 21 42 46 12 35 0,129 - 0,051 10,87 8,46 0,337 89,26 F 102,48 F
PSG2.0-22S PSG2.0-22SL 22 44 48 12 35 0,129 - 0,051 11,39 8,86 0,358 90,60 F 104,06 F
PSG2.0-23S PSG2.0-23SL 23 46 50 12 35 0,129 - 0,051 11,91 9,26 0,380 92,54 F 106,24 F
PSG2.0-24S PSG2.0-24SL 24 48 52 12 35 0,129 - 0,051 12,43 9,66 0,404 94,58 F 108,57 F
PSG2.0-25S PSG2.0-25SL 25 50 54 12 35 0,129 - 0,051 12,94 10,07 0,428 99,84 F 114,62 F
PSG2.0-26S PSG2.0-26SL 26 52 56 12 35 0,171 - 0,069 15,84 12,32 0454 103,03 F 118,31 F
PSG2.0-27S PSG2.0-27SL 27 54 58 12 35 0,171 - 0,069 16,44 12,79 0,480 106,67 F 122,51 F
PSG2.0-28S PSG2.0-28SL 28 56 60 12 35 0,171 - 0,069 17,05 13,26 0,507 108,99 F 125,16 F
Dimensions in mm

Spur gear   S/Steel 303 
  S/Steel 316 

DISCOUNTS
Qty 1+ 6+ 19+ 50+

Disc. List -5% -10% On request

 Part number
 S/steel303 S/steel 316

 Z ØP ØD ØA ØM Backlash Torque (Nm) Weight
 Teeth Pitch External   Bore    Boss (mm) S/steel 303   S/steel316 (kg)

Price each 1 to 5
     S/steel303  S/steel 316



  415 Fax: +33(0)4 37 490 055 - cial2@hpceurope.com Volume  4  2016 415Fax: +33(0)4 37 490 055 - cial2@hpceurope.com Volume  4  2016

Module
2.0

ØAØPØD

20 20

ØM

Dimensions in mm

PSG2.0-29S PSG2.0-29SL 29 58 62 14  45 0,171 - 0,069 17,66 13,74 0,623 111,76 F 128,29 F
PSG2.0-30S PSG2.0-30SL 30 60 64 14  45 0,171 - 0,069 20,10 15,63 0,653 114,20 F 131,12 F
PSG2.0-32S PSG2.0-32SL 32 64 68 14  45 0,171 - 0,069 21,44 16,68 0,714 124,05 F 142,43 F
PSG2.0-35S PSG2.0-35SL 35 70 74 14  45 0,171 - 0,069 23,45 18,24 0,815 136,89 F 157,20 F
PSG2.0-38S PSG2.0-38SL 38 76 80 14  45 0,171 - 0,069 25,46 19,80 0,924 150,29 F 111,33 F
PSG2.0-40S PSG2.0-40SL 40 80 84 16  55 0,171 - 0,069 34,24 26,63 1,113 156,64 F 179,82 F
PSG2.0-42S PSG2.0-42SL 42 84 88 16  55 0,173 - 0,067 35,96 27,97 1,194 161,44 F 185,36 F
PSG2.0-45S PSG2.0-45SL 45 90 94 16  55 0,173 - 0,067 38,52 29,96 1,325 168,42 F 193,36 F
PSG2.0-48S PSG2.0-48SL 48 96 100 16  55 0,173 - 0,067 41,09 31,96 1,464 181,40 F 208,30 F
PSG2.0-50S PSG2.0-50SL 50 100 104 20  65 0,173 - 0,067 50,76 39,48 1,677 194,21 F 222,95 F
PSG2.0-52S PSG2.0-52SL 52 104 108 20  65 0,173 - 0,067 52,79 41,06 1,779 201,40 F 231,33 F
PSG2.0-55S PSG2.0-55SL 55 110 114 20  65 0,173 - 0,067 55,83 43,42 1,940 227,43 F 261,18 F
PSG2.0-58S PSG2.0-58SL 58 116 120 20  65 0,173 - 0,067 58,88 45,79 2,109 241,20 F 276,95 F
PSG2.0-60S PSG2.0-60SL 60 120 124 20 65 0,173 - 0,067 72,48 56,37 2,227 247,34 F 284,01 F
PSG2.0-62S PSG2.0-62SL 62 124 128 20 65 0,175 - 0,065 74,90 58,25 2,350 253,36 F 290,89 F

DISCOUNTS
Qty 1+ 6+ 19+ 50+

Disc. List -5% -10% On request

 Part number
 S/steel303 S/steel 316

 Z ØP ØD ØA ØM Backlash Torque (Nm) Weight
 Teeth Pitch External   Bore    Boss (mm) S/steel 303   S/steel316 (kg)

Price each 1 to 5
     S/steel303  S/steel 316



Our other products

RTE

Rotex®, jaw coupling,
cast iron

ERT

Sliding nut, For T slot

GLP

Small 6 lobe threaded
handle - male,
Technopolymer -
Stainless steel

CNA-CNG

Right angled
mounting plate, Right
angled mounting
plate for clevis

BH01

Single housed
bearing, Bearing fitted
with adhesive

RAGFLOW

Floway2® roller track,
Roller track

ACL

Joints for aluminium
profile, Variable angle
hinge

CHML40

Worm and wheel gear
reducer, up to 57 Nm
- Integrated torque
limiter

NT91

Spur gear coaxial
gearbox, from 10 to
35 Nm - Inline

LWH

High rigidity linear
slide, Chariot - from
9320 N to 71300 N

HD

Double needle roller
universal joint, Heavy
duty

BLHM20

Right angled gearbox,
double output shafts,
up to 1.77 Nm

Complementary products

PSG2

Spur gear - precision
range, Pre-hardened
Steel 35NCD6

PSG2S

Spur gear - precision
range, Stainless steel
303
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