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Drive sprocket for plate chain
For chain range 882 TABPT882

- �For driving CAP882T chains
- With bore and keyway
- Materials:

Reinforced polyamide
Stainless steel screws

- Operating temp.: -10°C to +120°C
- �For dimensions and bore tolerances,  

please refer to technical pages

.Advantage.
- �Two part design facilitates easy assembly

 Part number
No.

of teeth ØDE ØDP
Bore
ØA

Weight
(kg)

Price each 
1 to 4

Two part design

A

58

22,2

ØDP ØDE

with 
keyway

Easy assembly

5+
-5%

10+
On request

1+
List

Qty.
Disc.

discounts

PT882-12-25 12 148,5 147,2 25 0,38 29,36 F
PT882-12-30 12 148,5 147,2 30 0,38 29,36 F
PT882-12-35 12 148,5 147,2 35 0,38 29,36 F
PT882-12-40 12 148,5 147,2 40 0,38 29,36 F
PT882-12-45 12 148,5 147,2 45 0,38 29,36 F

Dimensions in mm



Our other products

CHTRP

Single and dual
output gearboxes, Up
to 9,1 Nm

HG6

Steel spur gear, Steel
20NCD2

PSPD40

Flexible tube handle,
Black PVC

CLB_T

Die cast zinc clamping
lever - male, Zamak

MHXred

Reducing sleeve
male/female,
Hexagonal - stainless
steel

BG

Oldham coupling,
With set screw

BSM_LOK

Long-Lok spring
plunger with internal
hexagonal socket,
LONG-LOK - s...

BPPE

Ball transfer unit push
fit, Light

PRS80

Stainless steel
articulated foot Ø80,
Ø 80

DCA

Suction cup, 1.5
bellows, silicon

PITA

Locking bolt, with T
handle

EPRF

High helix leadscrew,
Flanged nut - up to
40mm per rotation

Complementary products
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