B4k Stainless steel swivelling foot, /12 [)/[]
PTKFSS

Max load 25,000N

- “Teknohygienic” swivelling foot
- Materials:
Base: stainless steel 304
Stem: stainless steel 304
Blind nut: stainless steel 304
- Sole: NBR rubber Shore hardness 90°

Advantages JWETE wateyr S
- The 3-A standard designates products V\,tLOV\’ ‘
that are designed for the dairy, food and veee
pharmaceutical industries where strict
hygiene rules apply. 15°

- Smooth finished foot with a wiper seal ™ np
between the stem and the nut
and around the swivel to prevent
accumulation of dirt or retention
of water
- Suitable for cleaning with
water or chemicals B
- USDA approved

Info.
- Do not forget to order
the PTKF-M12/sS 3-A approved A

blind nut
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Blind M12 nut

DISCOUNTS
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c

P; W
P 3 24 20000 102,12 £
P 3 24 20000 105,01 £
P 7 30 20000 92,37 £
P 7 30 20000 95,30 %
PT 90/SS M20 7 30 20000 105,91 £
P 40/SS M24 0 35 20000 95,92 %
P 90/SS M24 0 35 20000 11290 €
PT -140/SS M16 5 3 24 25000 93,26 £
PT -190/SS M16 5 3 24 69 25000 110,14 %
PT 140/SS M20 5 7 30 69 25000 97.49 €
PT 5 7 30 69 25000 111,05 %
PT 5 0 35 60 30 117 16 69 25000 105.20 €
PT 5 0 35 85 30 142 21 69 25000 118,02 %
PT 5 6 42 60 36 117 15 69 25000 115,08 £
_PTKF100-30-185/SS M30 65 56 185 100 26 42 85 36 142 207 69 25000 125,34 %
_Blind M12 nut
PTKF-M12/SS M12 17 1382 €
Dimensions in mm
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Our other products
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Handle for aluminium
profile, Ergonomic
handle

Female wing knob,
With blind thread

Worm and wheel gear
reducer, up to 41 Nm

Pressed steel base
rigid foot, Swivelling
2110
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Pull handle - Multi-
sector, Tapped
recessed insert
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Worm and wheel set,
Machined plastic
(delrin)

PTKFss,

Fixable foot for the
food industry,
Stainless steel - 3-A
standard

Ball transfer unit light
duty, Light

HTD Heavy duty
timing pulley, HTD8
Cast

Screwed hinge, 270°

164

Connecting plate for

RPP type timing belts,

RPP8

Square steel nut,
Steel - 1 thread

Complementary products

Spur gear coaxial
gearbox, from 0.57 to
2.25 Nm - Inline
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