(M Adjustable suction-cup support
Increased grip PV2r

- Allows vacuum suction cups
to be integrated into a handling
system
- Materials :
Aluminium
Screws : steel

Advantages

- Infinitely variable angle of adjustment
- No circlips required

Exploded view
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Weight Price each
Part number OA B ocC oD L AF N P (9) 1t09
PV20-1/4-50/2R 20 19 G1/4” G1/4” 50 24 12 165 57 70,81%
PV20-1/4-100/2R 20 19 G1/4”  G1/4” 100 24 12 165 71 73,65 £
PV20-1/4-150/2R 20 19 G1/4”  G1/4” 150 24 12 165 86 77,92%
Dimensions in mm
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Connecting kits, XZ
linking kit

HTD Heavy duty
timing pulley, HTD5
Aluminium

Backlash free
coupling Gerwah®,
from 1.2 to 450Nm

Single needle roller
universal joint, Heavy
duty
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Pull handle - Multi-
sector, Smooth hole

Spoked handwheel,
Stainless steel 316

Short swivel head,
Short

Internal gear,
Machined plastic
(delrin)

Quick link, Steel

Die cast zinc clamping
lever - male, Zamak
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PW_PWG25

BLHM60

Worm - precision
range, Stainless steel

Complementary products

Right angled gearbox,
double output shafts,
up to 70 Nm
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