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ØD3 ØD4 L5 For Weight Price each
Part number ØD (+0,1) ØD2 (-0,05) L1 L2 L3 L4 (+0,5) pin diam SW (g) 1 to 5
Steel
SDC12F-4 M12X1,5 4,2 24 12 10 16 11 5 1,5 4 4 17 9,49 F
SDC12F-5 M12X1,5 5,2 24 12 10 16 11 5 1,5 5 4 16 9,55 F
SDC12F-6 M12X1,5 6,2 24 12 10 16 11 5 1,5 6 4 16 9,55 F
SDC16F-8 M16X1,5 8,2 32 16 12 20 13 7 1,5 8 6 32 11,46 F
SDC16F-10 M16X1,5 10,2 32 16 12 20 13 7 1,5 10 6 33 11,38 F
SDC16F-12 M16X1,5 12,2 32 16 12 20 13 7 1,5 12 6 33 11,46 F
Stainless steel
SDC12F-4/SS M12X1,5 4,2 24 12 10 16 11 5 1,5 4 4 17 12,75 F
SDC12F-5/SS M12X1,5 5,2 24 12 10 16 11 5 1,5 5 4 16 12,75 F
SDC12F-6/SS M12X1,5 6,2 24 12 10 16 11 5 1,5 6 4 16 12,75 F
SDC16F-8/SS M16X1,5 8,2 32 16 12 20 13 7 1,5 8 6 32 18,53 F
SDC16F-10/SS M16X1,5 10,2 32 16 12 20 13 7 1,5 10 6 33 18,53 F
SDC16F-12/SS M16X1,5 12,2 32 16 12 20 13 7 1,5 12 6 33 18,53 F

For pin Ø4 to Ø12SDC

- �Suitable for indexing pins and indexing locks
- Low wear due to hardened cone
- M�aterials: 

Hardened and burnished steel  
Hardened stainless steel

 Accessories.
- �Compatible with the SDA and SDB locating bolt 

support bracket (tome  p.68-69)
- �Compatible with the HPC range of indexing pins.

Positioning sleeve for indexing pin

Dimensions in mm

DISCOUNTS
Qty 1+ 6+ 20+

Disc. Price -10% On request

L2
L1
L5

L4

L3

ØD3 ØD1ØD4

ØD2

SW

Application example

NEW !



Our other products

SDB

Locking bolt support
bracket, Mounting
holes at 90° to
locating bolt

BDMdll

Magnetic bush for pin,
Fast and light
magnetic locking

GG2

Ground spur gear,
Heat treated steel

BLHB40

Right angled gearbox,
bored shafts, up to
10.3 Nm

KKP-AR

Linear bearing with
inclined ball tracks,
Heavy loads / -20°
+200°

CLSCLP

Clevis components,
short version, Steel -
Short range

CHMR75

Worm and wheel gear
reducer, up to 298
Nm

BPQ

Quadro linear ball
bearing unit, Included
4 linear ball bearings

SSDB

Stainless steel bevel
gear, 2:1

APB_BOU

Protective cap, Safety
cap

ADL_F

Female eye bolt
conforms to DIN582,
Stainless steel

PLC_PLT

Magnetic stud with
threaded hole, With
threaded hole

Complementary products

SDC

Positioning sleeve for
indexing pin, For pin
Ø4 to Ø12

SDA

Locking bolt support
bracket, Mounting
holes parallel to
locating bolt

SDB

Locking bolt support
bracket, Mounting
holes at 90° to
locating bolt

SLB

Indexing plunger,
steel class 5.8
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