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ØD3 ØD4 L5 For Weight Price each
Part number ØD (+0,1) ØD2 (-0,05) L1 L2 L3 L4 (+0,5) pin diam SW (g) 1 to 5
Steel
SDC12F-4 M12X1,5 4,2 24 12 10 16 11 5 1,5 4 4 17 9,49 F
SDC12F-5 M12X1,5 5,2 24 12 10 16 11 5 1,5 5 4 16 9,55 F
SDC12F-6 M12X1,5 6,2 24 12 10 16 11 5 1,5 6 4 16 9,55 F
SDC16F-8 M16X1,5 8,2 32 16 12 20 13 7 1,5 8 6 32 11,46 F
SDC16F-10 M16X1,5 10,2 32 16 12 20 13 7 1,5 10 6 33 11,38 F
SDC16F-12 M16X1,5 12,2 32 16 12 20 13 7 1,5 12 6 33 11,46 F
Stainless steel
SDC12F-4/SS M12X1,5 4,2 24 12 10 16 11 5 1,5 4 4 17 12,75 F
SDC12F-5/SS M12X1,5 5,2 24 12 10 16 11 5 1,5 5 4 16 12,75 F
SDC12F-6/SS M12X1,5 6,2 24 12 10 16 11 5 1,5 6 4 16 12,75 F
SDC16F-8/SS M16X1,5 8,2 32 16 12 20 13 7 1,5 8 6 32 18,53 F
SDC16F-10/SS M16X1,5 10,2 32 16 12 20 13 7 1,5 10 6 33 18,53 F
SDC16F-12/SS M16X1,5 12,2 32 16 12 20 13 7 1,5 12 6 33 18,53 F

For pin Ø4 to Ø12SDC

- �Suitable for indexing pins and indexing locks
- Low wear due to hardened cone
- M�aterials: 

Hardened and burnished steel  
Hardened stainless steel

 Accessories.
- �Compatible with the SDA and SDB locating bolt 

support bracket (tome  p.68-69)
- �Compatible with the HPC range of indexing pins.

Positioning sleeve for indexing pin

Dimensions in mm

DISCOUNTS
Qty 1+ 6+ 20+

Disc. Price -10% On request
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Our other products

NK27

Drylin®N miniature
guiding system, Width
27 mm

RPPM

RPP type belt per
metre, RPP14 Steel
cored polyurethane

BH01

Single housed
bearing, Bearing fitted
with adhesive

RHTplss

High Temperature
Castor, up to 200kg

PW_PWG25

Wheel - precision
range, Bronze

MEB

Moulded plastic bevel
gear (nylon), 1:1

PSG125

Spur gear - precision
range, Case hardened
steel 20NCD2

CT

Telescopic universal
joint, Normal duty

DIV

Locking bolt, With grip
- Steel

SERB

Universal latch key,
Universal latch key

CRM

Moulded nylon rack,
Nylon

RDE-W

Sealing washer
Hygienic Usit®,
Stainless steel - White
EPDM

Complementary products

SDC

Positioning sleeve for
indexing pin, For pin
Ø4 to Ø12

SDA

Locking bolt support
bracket, Mounting
holes parallel to
locating bolt

SDB

Locking bolt support
bracket, Mounting
holes at 90° to
locating bolt

SLB

Indexing plunger,
steel class 5.8
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