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ØD3 ØD4 L5 For Weight Price each
Part number ØD (+0,1) ØD2 (-0,05) L1 L2 L3 L4 (+0,5) pin diam SW (g) 1 to 5
Steel
SDC12F-4 M12X1,5 4,2 24 12 10 16 11 5 1,5 4 4 17 9,49 F
SDC12F-5 M12X1,5 5,2 24 12 10 16 11 5 1,5 5 4 16 9,55 F
SDC12F-6 M12X1,5 6,2 24 12 10 16 11 5 1,5 6 4 16 9,55 F
SDC16F-8 M16X1,5 8,2 32 16 12 20 13 7 1,5 8 6 32 11,46 F
SDC16F-10 M16X1,5 10,2 32 16 12 20 13 7 1,5 10 6 33 11,38 F
SDC16F-12 M16X1,5 12,2 32 16 12 20 13 7 1,5 12 6 33 11,46 F
Stainless steel
SDC12F-4/SS M12X1,5 4,2 24 12 10 16 11 5 1,5 4 4 17 12,75 F
SDC12F-5/SS M12X1,5 5,2 24 12 10 16 11 5 1,5 5 4 16 12,75 F
SDC12F-6/SS M12X1,5 6,2 24 12 10 16 11 5 1,5 6 4 16 12,75 F
SDC16F-8/SS M16X1,5 8,2 32 16 12 20 13 7 1,5 8 6 32 18,53 F
SDC16F-10/SS M16X1,5 10,2 32 16 12 20 13 7 1,5 10 6 33 18,53 F
SDC16F-12/SS M16X1,5 12,2 32 16 12 20 13 7 1,5 12 6 33 18,53 F

For pin Ø4 to Ø12SDC

- �Suitable for indexing pins and indexing locks
- Low wear due to hardened cone
- M�aterials: 

Hardened and burnished steel  
Hardened stainless steel

 Accessories.
- �Compatible with the SDA and SDB locating bolt 

support bracket (tome  p.68-69)
- �Compatible with the HPC range of indexing pins.

Positioning sleeve for indexing pin

Dimensions in mm

DISCOUNTS
Qty 1+ 6+ 20+

Disc. Price -10% On request
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NEW !



Our other products

TBEBASE

Base plate for
economic mini-table,
Allows X-Y  cross
tables

VTH

Hexagonal headed
bolts, Steel class 8.8

PRF_GAL

Roller for aluminium
profile, Flat roller

SUP

Self-centering
clamping hub steel,
Without locknut

RBNpl

Swivel castor with
double brake, Steel -
rubber

RPP5

RPP heavy duty
timing belt, RPP5

SCA

Flat cable clamp,
Steel

DILC

Indexing plunger with
cam, with cam

APBC

Circular rod, Round
rod

MHX

Hexagonal threaded
sleeve, Hexagonal -
stainless steel

CHT

Asynchronous AC
motor 0.12 to 0.22kW,
0.12 to 0.22kW

J51

Spur gear coaxial
gearbox, from 0.13 to
0.49 Nm - Inline

Complementary products

SDC

Positioning sleeve for
indexing pin, For pin
Ø4 to Ø12

SDA

Locking bolt support
bracket, Mounting
holes parallel to
locating bolt

SDB

Locking bolt support
bracket, Mounting
holes at 90° to
locating bolt

SLB

Indexing plunger,
steel class 5.8
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