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Stainless steel bevel gear
Stainless steel 304LRatio
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- Module 0.8 to 2.5 
- Pressure angle 20°
- Teeth Gleason
- M aterial:  

stainless steel 304L
-  Two gears must be ordered  

to make a pair
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TORQUE AND 
POWER 

INDICATION

For 20 teeth at 1000 rpm

Torque (Nm)
Power (kW)

SSB0.8-16 16 12,80 20 13,93 6 10 16,00 12,21 3,00 M3 7,00 44,47 F
SSB0.8-25 25 0,8 20,00 20 21,13 6 16 13,35 8,00 4,24 M3 5,00 48,27 F
SSB0.8-30 30 24,00 20 25,13 6 20 11,96 6,00 5,09 M3 4,00 52,17 F
SSB1-20 20 1 20,00 25 21,41 8 18 18,45 14,00 4,24 M4 8,00 53,13 F
SSB1-30 30 30,00 25 31,41 8 26 14,95 8,00 6,35 M4 5,00 60,39 F
SSB1.25-20 20 1,25 25,00 23 26,70 8 22 15,27 9,00 6,00 M4 3,50 55,81 F
SSB1.25-30 30 37,50 36 39,30 10 30 23,47 13,50 8,00 M4 5,00 63,23 F
SSB1.5-20 20 1,5 30,00 35 32,12 10 26 25,17 18,00 6,35 M4 10,00 57,62 F
SSB1.5-30 30 45,00 35 47,12 10 38 19,92 9,00 9,50 M4 5,00 70,91 F
SSB2-20 20 2 40,00 42 43,00 12 34 29,00 19,00 8,50 M5 10,00 67,40 F
SSB2-30 30 60,00 42 63,00 12 50 21,87 7,00 12,70 M5 4,00 84,44 F
SSB2.5-16 16 2,5 40,00 50 43,50 15 35 36,80 27,50 8,00 M5 15,00 68,91 F
SSB2.5-25 25 62,50 50 66,00 15 55 30,50 15,00 15,00 M5 8,00 97,78 F

Dimensions in mm

DISCOUNTS
Qty 1+ 6+ 20+

Disc. List -12% On request



Our other products

SLB

Indexing plunger,
steel class 5.8

AT5M_AT10M

AT type timing belt
per metre, AT10 Steel
cored polyurethane

BPHF

Ball transfer unit push
fit, Heavy

PGMT

Pull handle, Steel

PF15

Worm and wheel gear
reducer, up to 3,75
Nm

NK80

Drylin®N miniature
guiding system, Width
80mm

H2

Crossed helical gear
crossed axis at 90°,
Machined plastic
(delrin)

SERB

Cam latch, Cam latch

PO

Pull handle - Multi-
sector, Smooth hole

FGWA

End support, With
base

NT91

Spur gear coaxial
gearbox, from 10 to
35 Nm - Inline

BAGSS

Stainless steel
Clamping collar,
Stainless steel

Complementary products

ZBconique

Machined plastic
bevel gear, 1:1

B

Steel bevel gear, 1:1
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