N[350 bevel gear

Ratio Stainless steel 304L

1:1
L}
- Module 0.8 to 2.5
- Pressure angle 20°
- Teeth Gleason
- Material:
stainless steel 304L
- Two gears must be ordered
to make a pair

Centre Drill

TORQUE AND
WER 2.0 . g 1.0

0.8
INDICATION MOD | MOD | MOD | MOD DISCOUNTS
Torque (Nm) | 4. 2.20 . A 0.57 | 0.14

Power (kW) |0.455 |0.231 | 0. . 0.03_[0.015

feeth Price each
Partnumber Z Modue @P E @D OA OM F G H T 1to5

SSB0.8-16 16 12,80 13,93 10 16,00 12,21 3,00 .00 4447 €

SSB0825 25 0,8 2000 20 21,13 6 16 1335 800 424 M3 500 4827%
SSB0.8-30 30 2400 20 2513 6 20 1196 6,00 509 M3 4,00 52,17 €
SSB1-20 20 1 20,00 25 2141 8 18 1845 14,00 424 M4 8,00 53,13 %
SSB1-30 30 30,00 25 3141 8 26 1495 800 635 M4 5,00 60,39%€
SSB1.25-20 20 1.25 2500 23 26,70 8 22 1527 900 600 M4 3,50 5581%
SSB1.25-30 30 7" 37,50 36 39,30 10 30 2347 1350 800 M4 5,00 6323%
SSB1.5-20 20 15 30,00 35 3212 10 26 2517 1800 6,35 M4 10,00 57,62 %
SSB1.5-30 30 ~ 4500 35 4712 10 38 1992 900 950 M4 5,00 7091%
SSB2-20 20 2 40,00 42 43,00 12 34 29,00 19,00 850 M5 10,00 67,40 £
SSB2-30 30 60,00 42 63,00 12 50 21,87 7,00 12,70 M5 4,00 8444%
SSB2.5-16 16 25 40,00 50 4350 15 35 36,80 27,50 800 M5 15,00 6891%
S8B2.525 25 ™" 6250 50 66,00 15 55 3050 1500 1500 M5 8,00 97,78 €

Dimensions in mm
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Our other products

GCA

ACLEPP

GFX

Linch pin, Linch

Right angled bracket
for aluminium profile,
4 holes

PCS37K_

Chain sprocket with
hardened teeth,
9.525mm (DIN06B-1)

UCFL_PBT

Stainless
steel/Polymer flanged
bearing, Polymer and
stainless steel

Parallel axis helical
gear, Steel 20NCD2

RFVcap

Curved tooth
coupling, economy
range, Steel and
polyamide

MRASSeco

Stainless steel
protective cover,
Open protective cover

Low cost stainless
steel quick link,
Stainless steel

LSAG

Cm

MDB_MTB

165

Sleeve for splined ball
shaft, Chariot - from
514 N to 15386 N

Male clevis end,
Stainless steel short

Moulded plastic bevel
gear (nylon), 2:1

Complementary products

MEB

<

Moulded plastic bevel
gear (nylon), 1:1

Steel bevel gear, 1:1

Spur gear coaxial
gearbox, from 0.80 to
2.95 Nm - Inline
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