T-type timing belt [TATETE MG

Pitch Steel cored polyurethane

T5 SINGLE-SIDED
T10

- Pitches: 2.5, 5 and 10mm

- For linear movement

- Secured by rigid connection plates

- Working temp. -20°C to +80°C

- Max. speed 40m/s

- Tolerance over length
+0.8mm/1000mm

- Efficiency: up to 98%

Din 7721

- Alternating back-and-forth movements

Accessories

- Connecting plate T...[P

Info.
- Min. length: 1000mm
- Supplied in multiples of 1 metre

- When ordering. add the length (L)and the T5M
width (I) to the part number (TsM/L/]). L I—* 55—

£.g.: T5M/1000/16
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Typical application y

DISCOUNTS

(¢l 1+ 6+ 20+
(TN List -7% On request

Price 1 to 5, per metre for width

Part number Pitch 6mm 10mm 16mm 25mm 32mm 50mm
T5M 5 1928€ 2510€ 2975€ 56,10€ = =
Ti0M T10 - - 3526€ 4798€ 6195€ 6825€

Dimensions in mm
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FDSQ

OP7

TBL

VTSM

Flexible drive shaft,
Masterflex® Steel,
with PVC casing

Mechanical digital
position indicator, 5
numbers

Mini leadscrew table
with metric thread,
Base plate

Ball head screws
Hygienic Design®,
Stainless steel

CDPC

PRES5HR

-

-

ACLEPP

SLBWSS

Flanged drill bushing,
Steel

BAGSS

Manual workbench
press, Force up to
500kg

Right angled bracket
for aluminium profile,
8 holes

Indexing plunger,
weldable, Weldable -
Stainless steel

PSGO5HC

BLHM50

Stainless steel
Clamping collar,
Stainless steel

T5P_T10P

Connecting plate for T
type timing belts, T10

Straight long link
chain, Galvanised
steel

Skive hobbed spur
gears - precision
range, Case hardened

Complementary products

Right angled gearbox,
double output shafts,
up to 30 Nm
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https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Right angled bracket for aluminium profile
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