O [4[e| «»« |Stainless steel/Polymery (il Ll

4 mounting points UCFPBT

- Self aligning bearing with 4 mounting points
- Interchangeable with cast iron units
- Grease applicator supplied
- Working temperature: -35°C to +102°C
- Materials:
Bearing: Stainless steel AISI 440C
Housing: PBT polymer
Grease: suitable for food industry

- UCF/PBT/G: green
- UCF[PBT/W: white

Accessory

- Protective cover

A —
DISCOUNTS
[0 1+ 10+ 26+ 51+ |
D List -10% -20% _On request |
Price each
Part number GD A E (¢] L ©0S 2Z N M 1t09
UCF201/PBT/G 12 86 63,5 13,4 278 11 36,3 180 310 12,7 92,35 €

UCF202/PBT/G 15 86 63,5 134 278 11 363 180 31,0 127 t/ 87,89 €
UCF203/PBT/G 17 86 63,5 13,4 278 11 363 180 310 127 - 82,15 £
UCF204/PBT/W 20 86 63,5 13,4 278 11 363 180 31,0 127 « 21,38 £
UCF205/PBT/W_ 25 95 70,0 14,0 280 11 36,7 17,0 340 143 ¢ 27,95 £
UCF206/PBT/W_30 107 83,0 14,3 315 11 414 192 381 159 ¢ 40,41 €
UCF207/PBT/W_35 118 92,0 155 34,8 13 469 215 429 175 - 50,30 €
UCF208/PBT/W_40 130 102,0 17,0 375 14 532 230 492 190 ¢ 61,54 €

*Depending on availability - Dimensions in mm
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Our other products
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PR40

Articulated foot with
sheet metal base
@50, 4 000N

Worm and wheel set,
Bronze

Bearing block for
leadscrew, Floating
Drylin® bearing block

Articulated foot @40,
@ 40

BPFLss
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SHN

\
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Pressed stainless
steel flange bearing,

Crossed helical gear
crossed axis at 90°,

Hexagonal nut
DIN934, Steel (Class

Plastic spur gear,
Machined plastic

Stainless steel Steel 20NCD2 6/8]) (delrin)
Wiy,
P "

ba

-

st 0 A

>

o
GGP BLHB50 PSGO08 DILC
ea~

Male wing knob,
Technopolymer with

UCP_PBT

Stainless/Polymer
pillow block bearing,
Polymer and stainless
steel

Right angled gearbox,
bored shafts, up to 30

Spur gear - precision
range, Case hardened

Complementary products

UCFL_PBT

Stainless
steel/Polymer flanged
bearing, Polymer and
stainless steel

BPFss

Pressed stainless
steel flange bearing,
Stainless steel

Indexing plunger with
cam, with cam

Stainless
steel/Polymer flanged
bearing, Polymer and
stainless steel


https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Articulated foot with sheet metal base Ø50
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Worm and wheel set
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Bearing block for leadscrew
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Articulated foot Ø40
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Pressed stainless steel flange bearing
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Crossed helical gear crossed axis at 90°
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Hexagonal nut DIN934
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Plastic spur gear
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Male wing knob
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Right angled gearbox, bored shafts
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Spur gear - precision range
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Indexing plunger with cam
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stainless/Polymer pillow block bearing
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stainless steel/Polymer flanged bearing
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Pressed stainless steel flange bearing
https://shop.hpceurope.com/an/produit.asp?mtm_campaign=PDF&prid=Stainless steel/Polymer flanged bearing
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