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Vari-Tork® slip friction clutch
Torque up to 1.32Nm VTA2

VTA6

   
  Part number  ØB1   ØB2 L ØD

Max. 
shaft 

length
L1

 Max. 
shaft 

length
L2

Heat 
dissipation 
at 20°C
(Watts)

Max. 
frictional 

torque 
(Nm)

Price 
each
1 to 4

*Depending on availability - Dimensions in mm

Screw 
M4

Screw
M3

- Adjustable clutch coupling
- Max. backlash 2°
- Max. sliding velocity: 1000 rpm
-  The housing t° should be maintained 

below 80°C
- Equipped with an Oldham coupling
-  M aterials: 

 Hub: Aluminium 6082 
 Disc: Black acetal

.Uses.
-  2 waved washers are fitted to these 

clutches
-  These clutches are fitted with two 

washers. In some applications better 
torque control can be achieved by 
removing one of them.

Screw 
M4

Screw 
M4

Screw
M3

L

L1 L2

ØB2ØB1

Motor, gearbox, or other externally 
supports shafts

Stock*
2 discs
VTA2-0606 6 6 46,50 25,8 25 8,60 7,0 0,53 4 98,92 F
VTA2-0608 6 8 46,50 25,8 25 8,60 7,0 0,53 4 98,92 F
VTA2-0610 6 10 46,50 25,8 25 8,60 7,0 0,53 - 98,92 F
VTA2-0806 8 6 46,50 25,8 25 8,60 7,0 0,53 - 98,92 F
VTA2-0808 8 8 46,50 25,8 25 8,60 7,0 0,53 4 98,92 F
VTA2-0810 8 10 46,50 25,8 25 8,60 7,0 0,53 4 98,92 F
6 discs
VTA6-0606 6 6 53,40 25,8 31 8,60 8,6 1,32 - 112,09 F
VTA6-0608 6 8 53,40 25,8 31 8,60 8,6 1,32 - 112,09 F
VTA6-0610 6 10 53,40 25,8 31 8,60 8,6 1,32 - 112,09 F
VTA6-0806 8 6 53,40 25,8 31 8,60 8,6 1,32 - 112,09 F
VTA6-0808 8 8 53,40 25,8 31 8,60 8,6 1,32 4 112,09 F
VTA6-0810 8 10 53,40 25,8 31 8,60 8,6 1,32 4 112,09 F

DISCOUNTS
Qty 1+ 5+ 10+ 15+ 20+ 25+

Disc. List -15% -20% -25% -30% On request

Equipped with 

coupling

ØD

+0,03
-0,00

+0,03
-0,00



Our other products

BOXdh

Boxed set of
cylindrical dowel pins
DIN6325, Boxed set -
Solid DIN 6...

BAN

Angular clamp,
Standard

M1

Worm and wheel set,
Non hardened steel

SVR20

Screwjack with
travelling nut, with
moving nut

VPSS

Small 6 lobe threaded
handle - male,
Duroplast - Stainless
steel

PRES5HR

Manual workbench
press, Force up to
500kg

AT5-BAR

AT type tooth bar
stock, AT5

CHAsb28

Roll of hinge without
pin, Plastic hinge

T5P_T10P

Connecting plate for T
type timing belts, T10

YG4

HEAVY DUTY spur
gear, Steel 35NCD6

TCL-ECL

Adjusting nut, Fine
thread

TBL

Mini leadscrew table
with metric thread,
Base plate

Complementary products

VT

Vari-Tork® slip
friction clutch, 0.53 to
1.32 Nm

DSF

Slip friction clutch, 4
to 2600 Nm

LC

Friction clutch, 30 to
240 Nm

LC

Friction clutch, 190 to
1800 Nm
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